
GSFC SMC Release B
- IP Address Assignment
(SMC Network Hardware)

SMC Network Hardware Updated: 2/18/97

Hardware Descriptor
Designator 
(diagram) Port

Host/Device 
Connection IP Address Network Address Network Mask Broadcast Address Default Route Notes

FDDI Concentrator C1 mgmt SMC 198.118.212.34 198.118.212.32 255.255.255.224 198.118.212.63 198.118.212.33

FDDI Concentrator C2 mgmt SMC 198.118.212.35 198.118.212.32 255.255.255.224 198.118.212.63 198.118.212.33

FDDI Concentrator C3 mgmt SMC/BB Server 198.118.212.163 198.118.212.160 255.255.255.224 198.118.212.191 198.118.212.161

FDDI Concentrator C4 mgmt SMC/BB Server 198.118.212.164 198.118.212.160 255.255.255.224 198.118.212.191 198.118.212.161

Ethernet Hub E1 mgmt C1/C2 198.118.212.36 198.118.212.32 255.255.255.224 198.118.212.63 198.118.212.33

ECS Router ECS Router 3 / 0 SMC 198.118.212.33 198.118.212.32 255.255.255.224 198.118.212.63 n /a Assigned by NASCOM

3 / 1 B.B. Server 198.118.212.161 198.118.212.160 255.255.255.224 198.118.212.191 n/a Assigned by NASCOM
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